RESET FORM

A4/U3/L1 STEERING LINKAGE
JOB SHEET A4B9 Inner Tie Rod Ends

LEARNING OBJECTIVE/NATEF TASK
• Inspect and replace manual or power rack and pinion steering gear inner tie rod ends (sockets) and
bellows boots. NATEF TASK A4B9, P1. ICS155,
166
MATERIALS
Classroom Vehicle (s), OEM service information, hand tools, lift, safety stands

PROCEDURE

• Wear Safety Glasses for this entire procedure.
• Review “Steering Linkage Inspection Procedures” in Lesson 1 of UNIT 3 of
the A4 course. Locate in the OEM service information, the process for the
inspection and replacement of the rack and pinion steering gear inner tie
rod ends sockets and bellows for the vehicle you are using for this job
sheet. Submit this process to your instructor or mentor for approval.
Your Instructor MUST stamp or initial the box
to the right before you can proceed with this
job sheet.
1. LIst the symptoms that would require a rack & pinion steering gear inner
tie rod end replacement:

2. During the process of removing the tie rod end should you change the
rack bearing preload adjustment while removing the inner tie rod from
the steering rack? ______________________
3. Will you have to remove the rack and pinion boot? ________________
4. Can you replace the tie rod end without removing the gear?_______
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5. Explain the rack and pinion gear removal and installation process:

6.
7.
8.
9.

Will you have to readjust the front toe? _______________________
Will you have to bleed the power steering system?_____________
Will you have to reset the front camber setting?_______________
What is the power steering gear mounting bolts tightening torque? ____

TASK SUMMARY

• Now that you have completed this NATEF task, can you think of anything
(tools, information, knowledge etc.) that would have made this task easier.
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• List a customer complaint together with the cause that might appear on a
work order, which would require this task as the correction.

Instructor

Mentor
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